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STANDARDS,  1999 NATIONAL ELECTRICAL CODE ®
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General Applications
RACO floor boxes are ideally suited
for heavy floor traffic applications,
such as shopping malls, retail stores,
banks and schools. Floor boxes are
installed in poured concrete floors
and are fed with conduit. RACO’s
complete line includes both single
service and three-service (power and
voice/data) floor boxes, which are
available in cast iron, stamped steel
and PVC plastic. Floor box covers
and carpet flanges are offered in
brushed brass and textured 
thermoplastic in two designer colors,
ivory and gray. RACO floor boxes:
• Are used in branch circuit wiring

• Accommodate wiring devices such
as receptacles for voice/data

• Provide excellent protection for
wiring system or devices

• Must be closed with a cover

• Permit access to conductors 
for maintenance

Non-Adjustable Style 
Floor Box Features
This type of box has no means for
adjustment. It is usually installed in
wooden floors or used for retrofit 
in concrete.

RACO quality non-adjustable floor
boxes feature:

• Rugged cast iron for strength 
and ground continuity

• Factory-installed ground wire

• Simple one-piece floor box design
offers flexibility for power outlet 
or voice/data outlets

• Conveniently positioned conduit
entries are tapped and plugged

Fully-Adjustable 
Floor Box Features
This type of box has leveling 
screws for height and leveling 
adjustments to be made before 
the concrete is poured, and final 
leveling adjustments after the 
concrete is poured. The maximum
leveling adjustment is a 7° tilt.

Fully-Adjustable Floor Boxes feature:

• Concrete-tight floor boxes for use
in power or voice/data

• Cast iron boxes classified as
water-tight and concrete-tight, 
typically used below grade 
where excessive moisture 
is present

• Choice of materials — stamped
steel or cast iron 

• Cast iron floor box including 
factory-installed ground wire, 
and multiple gang boxes with 
one ground wire per gang

• Multiple gang boxes provided 
with low voltage partitions

• Ample wiring space for any 
combination of power outlet 
or voice/data outlets

Standard Materials
• Nonmetallic floor box is made 

of heavy-duty PVC (Polyvinyl 
chloride) compound. Base 
material is recycled

• Steel floor boxes are made 
of .0625-inch-thick steel

• Cast iron floor boxes are made
from cast iron having a high 
tensile strength

• Solid brass covers and carpet
flanges

• Nonmetallic floor box covers 
and carpet flanges are made of
high-strength thermoplastic (ABS).

Standard Finishes
• Natural gray finish on nonmetallic

floor box

• Nonmetallic floor box covers and
carpet flanges are available in gray
and ivory

• Steel boxes have a zinc coating

• Cast iron floor boxes have a gray
powder coat paint finish

• Solid brass covers and carpet
flanges have a brushed finish

Compliances
Floor boxes are subject to the same
code requirements and minimum
conductor fill requirements as other
boxes. RACO floor boxes carry the
following compliances:

• UL Standard 514-A, file E4872

• Boxes are listed for their Electrical
Applications (Electrical Codes), 
UL Green Book

• U.S. Federal Specification and
Standards W-C-583B

• Federal Manufacturer’s 
number 28488

Reference Data
• Minimum wiring capacity 

calculation can be found on 
pages A8 of this catalog.

Floor Box Installation
Installing a fully-adjustable floor box
in a poured concrete floor: RACO
provides with all box assemblies or
flanges a metallic concrete cover.
The concrete cover permits pouring
concrete to the top of the box. The
cover is then easily removed after 
the pour. To install the box:

• Locate box and install conduit 
in accordance with local codes

• Secure box to reinforcing 
bar (mesh)

• Make pre-pour height 
and leveling adjustments

• Grease inside of cement cover 
and install on box

• Grease outside of cement cover

• Apply bead of grease on exposed
portion of adjusting collar

• Tape cement cover to box

• Pour concrete

• After the concrete has set, remove
the concrete cover

• Pull wires and install wiring device

• Make final pour adjustments, and
grout around the box if required

• Install cover plates 
and/or accessories
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SUMMARY OF THE MOST OFTEN REQUESTED 
ARTICLES OF THE 1999 NATIONAL 
ELECTRICAL CODE

210-52 (a) Dwelling Unit Receptacle Outlets — General
Provisions. In every kitchen, family room, dining room,
living room, parlor, library, den, sun room, bedroom,
recreation room, or similar room or area of dwelling
units, receptacle outlets shall be installed so that no
point along the floor line in any wall space is more than
6 feet, measured horizontally, from an outlet in that
space, including any wall space 2 feet or more in width
and the wall space occupied by fixed panels in exterior
walls, but excluding sliding panels in exterior walls. The
space afforded by fixed room dividers, such as free-
standing bar-type counters or railings, shall be included
in the 6-foot measurement.

250-146 Connecting Receptacle Grounding Terminal 
to Box. An equipment bonding jumper shall be used 
to connect the grounding terminal of a grounding-type
receptacle to a grounded box. Exception (c): Floor
boxes designed for and listed as providing satisfactory
ground continuity between the box and the device.

370-27 (b) Outlet Boxes —Floor Boxes. Boxes listed
specifically for this application shall be used for recep-
tacles located in the floor. Exception: Boxes located in
elevated floors of show windows and similar locations
where the authority having jurisdiction judges them 
to be free from physical damage, moisture, and dirt.

800-52 (c) Installation of Communications Wires,
Cables, and Equipment — Electric Light or Power
Circuits. Communications conductors shall not be
placed in any raceway, compartment, outlet box, 
junction box, or similar fitting with conductors of 
electric light or power circuits or Class 1 circuits.

HOW RACO PRODUCTS HELP COMPLETE 
THE INSTALLATION

Every 6 feet along the wall surface there should be a receptacle
outlet regardless of the room within the dwelling. The purpose of
this Article is to eliminate extension cords that are used within the
dwelling. Electrically overloaded extension cords are often a
source of fires. Installation of a RACO floor box may help alleviate
the need for extension cords by locating receptacles where no
wall outlets are installed.

Receptacle outlets in floors can be counted as part of the required
number of receptacles if they are within 18 inches of the wall.

All RACO floor boxes are designed and listed for having ground
continuity without an equipment bonding jumper. RACO does pro-
vide on all of its cast floor boxes a factory-installed ground wire.

Only boxes that are UL Listed for the application may 
be fastened into the floor.

This Article applies when power and voice/data are brought to 
one enclosure. A means of dividing the wiring is required. Voltage
dividers are available for the following floor box types: PVC floor
box and rectangular fully-adjustable.

RACO FLOOR BOXES
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6249
Brass  Dup lex
Cover  w/L i f t

L ids

6224 or 6223
w/o cover

Cas t  I ron  F loo r  Box

6284
Brass  Dup lex

Cover  w/P lugs

6226 6226 6209 
or 6225

6208 
or 6206 
or 6205

6285, 6287
Brass  Cover

w/Combina t ion
P lugs

6255, 6257*
Stamped S tee l

6261, 6263*
Cas t  I ron

6250
Brass  Dup lex  Cover

w/L i f t  L ids

6288
Brass  Dup lex  Cover

w/P lugs

6289, 6291
Brass  Cover

w/Combina t ion  P lugs

6230, 6235
Brass  Carpe t  F lange

6233
Clear

Po l ycarbona te
Carpe t  F lange

6292, 6295
Clear  Po l ycarbona te

or  So l id  B rass  
Carpe t  F lange

6293, 6296
Clear  Po l ycarbona te

or  So l id  B rass  
Carpe t  F lange

6294, 6297
Clear  Po l ycarbona te  o r

So l id  B rass
Carpe t  F lange

6256, 6258*
Stamped S tee l  

S ing le-Gang

6262, 6264*
Cas t  I ron  

S ing le-Gang

6269*
Cas t  I ron  
Two-Gang

6275*
Cas t  I ron  

Three-Gang

QUICK SELECTION GUIDE
A78

NON-ADJUSTABLE FLOOR BOX SYSTEM

FULLY-ADJUSTABLE FLOOR BOX SYSTEM

R O U N D  F L O O R  B O X R E C TA N G U L A R  F L O O R  B O X

6249
Brass  Dup lex
Cover  w/L i f t

L ids

6284
Brass  Dup lex

Cover  w/P lugs

6226

(1  Cover  Needed ) (2  Covers  Needed ) (3  Covers  Needed )

6285, 6287
Brass  Cover

w/Combina t ion
P lugs

6209 
or 6225

6206 
or 6205 

6209 
or 6225

6206 
or 6205 

* Inc luded  b rass  t i l e  r i ng  mus t  be  removed  and  d iscarded  be fo re  ins ta l l a t i on  o f  b rass  ca rpe t  f l anges . Po l ycarbona te  f l anges  a re  ins ta l l ed  be tween box  
and  inc luded  b rass  r ing

6230, 6235
Brass  Carpe t  F lange
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