
Osiris® Photoelectric Sensors

XUBA

XUK

XUDA2

50 mm

(1.97'')

50 mm

(1.97'')

18 mm

(0.709'')
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Offering Simplicity through Innovation

Breakthrough technology for improving
productivity.

You told us exactly what you needed in sensing
devices. Simplicity. Sensors that are easy to
select, install, apply, and maintain. Devices that
are smaller, interchangeable, and adaptable to
a variety of environmental conditions. And of
course, all of this at a competitive price.

Hyde Park has listened and responded.

Osiconcept devices have built-in intelligence to
perfectly match any configuration and any
application, so selection, installation, modifica-
tion, and maintenance are quick and easy. The
Osiconcept line can boost your productivity -
and the bottom line - because of the time
savings involved. And, because Hyde Park has
sales and distribution locations throughout the
world, you can be sure you’ll find a full range
of Osiconcept products fast, no matter where
you are located.

Osiconcept benefits:

Simple:  Advanced technologies make product
selection, installation and maintenance simpler
than ever before.

Innovative:  Built-in intelligence allows
sensors to perfectly match any configuration
or application.

Flexible: Single devices can perform multiple
functions in a variety of conditions. Product
selection becomes simpler, inventory becomes
smaller and easier to manage.

Global: Single source, worldwide supplier with
expert consultants for quick solutions and fast
delivery.

Founded over  forty years ago, Hyde Park has
grown to become the world leader in ultrasonic
technology. Now, as a company of Schneider
Electric, Hyde Park can offer a broad spectrum
of sensing technologies including the advanced
Osiris® photoelectric sensors. The uniqueness of
Hyde Park stems, in large part from the
“partnering” relationships that exist between
our customers, distributors, suppliers, and
employees. This same business philosophy will
drive our relationships as we expand our product
lines to include other sensing technologies that
offer unique solutions to a variety of sensing
needs. Hyde Park-your one source for complete
sensor application solutions.

Introducing Osiconcept, the innovative, new line

of sensing products that features patented,

breakthrough technology that simplifies all of

your sensing needs.

Osiconcept and Osiris are registered trademarks of Schneider Electric

Osiconcept® from Hyde Park
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Improving Productivity

■ A single product for all sensing applications:
diffuse, diffuse with background
suppression, polarized retroreflective and
thru-beam, normally open or normally closed

■ Self-adapts to all applications in all
environments, making selection simple
and reducing part numbers

■ Increased sensing distance solves a larger
number of applications

■ New smaller compact rectangular bodies
save space on the machine

■ Multimode feature reduces setup and
alignment time with a single hardware set

■ Large selection of mounting brackets and
accessories adjusts to all body styles

■ Complete sensor solutions from one source -
Hyde Park -saving time and purchase
hassles

Saving Time Typical Applications

■ Conveyor systems

■ Packaging machinery

■ Assembly equipment

■ Food and beverage

Four Detection Modes: Multi-mode Capability

Without
background

With
background
suppression

With
polarized
reflector

With
thru-beam
system

XUDA2 Universal
XUB 18 mm Multi-mode XUK Multi-mode Self-Teach

18 mm Barrel, Multi-mode Subcompact Rectangular, Fiber-Optic Amplifier, Universal
Capability Multi-mode Capability Self Teach*

250 Hz 250 Hz 1000 Hz (standard)
5000 Hz (fast mode)

15 m (49.2’) 30 m (98.5’) Fiber Optics:

2 m (6.5’) 4 m (13’) XUFN12301 –  200 mm (7.87”)

300 mm (11.8”) .8 m (2.6’) XUFN02323  – 15 mm (0.59”)

120 mm (4.72”) 280 mm (11.0”) XUFN05321 – 70 mm (2.76”)

XUFN2L01L2 – 2 m (78.74”)

XUFS0520 – 70 mm (2.76”)

12 to 24 VDC 12 to 24 VDC 12 to 24 VDC

100 mA 100 mA 100 mA

M12 M12 M8

-25˚ to 55˚ C -25˚ to 55˚ C -10˚ to 40˚ C
(-13˚ to 131˚ F) (-13˚ to 131˚ F) (14˚ to 104˚ F)

4X (indoor), 12 4X, 12, 13 1, 3, 4, 6, 12, 13

IP67 IP65 IP65

Metal or Plastic Plastic Plastic

M18 x 64 mm (2.52”)    –     –

   – 50 mm (1.97”) x 18 mm 40 mm (1.57”) x 10 mm
(0.71”) x 50 mm (1.97”) (0.39”) x 65 mm (2.56”)

  GENERAL SPECIFICATIONS

Description

Switching Frequency

Sensing Thru-Beam
Range Polarized Retroreflective

Proximity Diffuse
Diffuse with Background

Power Supply Voltage
Requirements Maximum Load

Connection

Environmental Operating Temperature
Range
NEMA Type
CENELEC Type

Construction Housing
Dimensions

Barrel (Thread x L)

Flat-profile (H x W x L)

* DIN Rail Mountable
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Hyde Park Electronics LLC
1875 Founders Drive

Dayton, Ohio 45420-4017, U.S.A.
Phone: (800) 435-2121  (937) 252-2121 • Fax: (937) 258-5830

Want more information on Hyde Park
products? Visit our website for the latest in
products, specifications, and news. Here is
just a sample of what you will find on our site.

Sensor Builder
Let the “Sensor Builder” suggest the right
model based on your application or required
specifications.

Product Information
View detailed model information or find
products by functionality (proximity, analog,
dual-level, or thru-beam) or consult the
comprehensive Model Comparison Chart.

Literature
Every section of our catalog as well as
newsletters, direct mail series, application

notes, and success stories are all available
for PDF download.

Navigation
Each page features a static black header
bar and “Sensor Tools” menu panel for
easy access to any part of the site with just
the click of the mouse.

Support Area
Common operating instructions and
sensing terms are now at your fingertips
around the clock.

Visit our website at
www.hpsensors.com
Your feedback is always
welcome!

hpsensors.comhpsensors.comhpsensors.com

Hyde Park’s updated website
offers easy navigation and tools
to simplify model selection
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